
PRESET SPEED

PIN 524
        Logic
        Input
SEL1 (LSB)

PIN 525
        Logic
        Input
SELECT 2

PIN 523
Preset output
Value mon

  PRESET
  SPEED

    GO TO

PIN 526
        Logic
        Input
SEL 3(MSB)

 Logic IPs
SEL3,2,1

PIN number
to set value

     0 0 0 PIN 527
     0 0 1 PIN 528
     0 1 0 PIN 529
     0 1 1 PIN 530
     1 0 0 PIN 531
     1 0 1 PIN 532
     1 1 0 PIN 533
     1 1 1 PIN 534

PRESET
SPEED

524)PRESET SEL1(LSB): LOW

525)PRESET SELECT 2: LOW

526)PRESET SEL3(MSB): LOW

PRESET SPEED    GOTO: 300)ANALOG POST 1

523)PRESET OP MON: 16.00

Warning! GOTO connection conflict on PIN 400

527)PR.VALUE FOR 000: 16.00

528)PR.VALUE FOR 001: 60.00

529)PR.VALUE FOR 010: -60.00

530)PR.VALUE FOR 011: 0.00

531)PR.VALUE FOR 100: -10.00

532)PR.VALUE FOR 101: 0.00

533)PR.VALUE FOR 110: 0.00

534)PR.VALUE FOR 111: 0.00


