
RUN MODE RAMPS

        PIN 27

Fwd min speed

      PIN 28

Rev min speed

RUN MODE RAMP
         And
JOG CRAWL SLACK

      PIN 37

JOG speed 1

      PIN 38

JOG speed 2

     Ramp IP

     Jog IP

 Jog speed1

 Jog speed2

      PIN 39

SLACK speed1

      PIN 40

SLACK speed2

  Slack speed1

  Slack speed2

  Slack off

  Slack on

   Crawl

   Fwd
   up

  PIN
   22

  Fwd
 down

  PIN
  23

  Rev
   up

  PIN
  24

  Rev
 down

  PIN
  25

S shape
 ramp

  PIN
  32

  Ramp
   hold

  PIN
  33

  Run mode
     ramp

    GO TO

Run mode ramp
OP
Monitor

PIN 21

PIN 31
Ramp
Preset
Value input

PIN 35

Ramping
Flag output

PIN 34
Ramping
Flag
Threshold

      PIN 41

  Crawl speed

Operating
function

JOG      MODE
SELECT    T19

START T33
 IP level

JOG T32
IP level

Ramp input
Total value

Applied ramp
time

Contactor
state

Stopped low low low reference Stop ramp time OFF
Stopped high low low reference Stop ramp time OFF
Running low high low reference Run mode ramp        ON
Slack 1 takeup low high high ref + slack1 Jog/slack ramp        ON
Slack 2 takeup high high high ref + slack2 Jog/slack ramp        ON
Jog speed 1 low low high Jog speed 1 Jog/slack ramp        ON
Jog speed 2 high low high Jog speed 2 Jog/slack ramp        ON
Crawl high high low Crawl speed Run mode ramp        ON
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                 Rev min

21)RAMP OP MONITOR: 16.00

22)FORWARD UP TIME: 2.4

23)FORWARD DOWN TIME: 2.5

24)REVERSE UP TIME: 3.0

25)REVERSE DOWN TIME: 2.8

26)RAMP INPUT: 16.00

27)FORWARD MIN SPEED: 0.00

28)REVERSE MIN SPEED: 0.00

29)RAMP AUTO PRESET: ENABLED

30)RAMP EXT PRESET: DISABLED

31)RAMP PRESET VALUE: 0.00

32)RAMP S-PROFILE %: 2.50

33)RAMP HOLD: DISABLED

34)RAMPING THRESHOLD: 0.50

35)RAMPING FLAG: LOW

RUN MODE RAMPS    GOTO: 65)RAMPED SPD REF 4
Warning! GOTO connection conflict on PIN 400


